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BEST AVAILABLE IMAGES 



Defective images within this document are accurate representations of 
the original documents submitted by the applicant. 

Defects in the images may include (but are not limited to): 



BLACK BORDERS 

TEXT CUT OFF AT TOP, BOTTOM OR SIDES 
FADED TEXT 
ILLEGIBLE TEXT 
SKEWED/SLANTED IMAGES 
COLORED PHOTOS 

BLACK OR VERY BLACK AND WHITE DARK PHOTOS 
GRAY SCALE DOCUMENTS 



IMAGES ARE BEST AVAILABLE COPY. 



As rescanning documents will not correct images, 
please do not report the images to the 
Image Problem Mailbox. 
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Fig. 2b. 3t 
(Prior Art) 
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Fig. 2c. 
(Prior Art) 
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Fig. 3b. 
(Prior Art) 




5Zh 



Fig. 4. 
(Prior Art) 




Fig. 5. 



_ SET-UP INPUT(S) 



AT JOBSITE, SAMPLE OF 
UN-SCRAPED PIPE OF COLOR 
AND TYPE TO BE WELDED 
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TURN ON POWER TO 
ELECTROFUSION PROCESSOR 



INSERT SAMPLE 
UNDER PROBES 
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ADJUST SENSITIVITY DIAL 
UNTIL INDICATOR L.E.D. 
ILLUMINATES 
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RE- ADJUST 
SENSITIVITY DIAL 
UNTIL INDICATOR L.E.D. 
JUST GOES 
OFF 
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Fig. 9. 
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OUTPUT 



SENSITIVITY SET TO PIPE 
COLOR, TEXTURE, AND 
AMBIENT LIGHTING 



INPUT(S) 



PIPE(S) 
FITTING 
ELECTROFUSION PROCESSOR 
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SCRAPE PIPE 
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ASSEMBLE FITTING 
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SCAN FITTING'S BARCODE 
CONNECT LEAD'S 
ACTIVATE PROCESSOR 
ENERGIZE PROBE(S) 
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